digital negative copying bi-directional linking version revert - Google Scare 

Web images Maps News Shopping Gmail more f 



4 J I digital negative copying bi-directional linking version revert 



Rialsr-lt(gfilo^^ iie|galive<»ftvtRq bh direaeHo«ial linkimi version revert . (0.32 seconds) 

Digital negatives - Patent 20050091270 

In a different scenario, wfierein Digital Image "A" does not have a digital negative prior to the "save-as"/copy 
operation, bidirectional link 602 is also ... 

www.rr8epatentsonl!ne.co!Yi/y2005/0091270.htn-!i - 120k - Cached - SlmiiaL^iogis 

Method for causing a digital product to revert to a demo mode - 

The copying of artificial digital products is most iil<e asexual reproduction As exploited elsewhere in this 

invention, the channel is bidirectional. ... 



Method for causing a digital product to revert to a demo mode - US - 

Copy prevention method and apparatus of a digital magnetic As exploited elsewhere in this invention, the 

channel Is bidirectional. ... 

www.patentslorrri.uE/patents./7353205-descrlption.hirTil - 76k - C \ ''Ov^ - s-^^f^ v f .jj* ,! 



Error correction and channel restoration apparatus for T1 digital - 

3 are bidirectional; each connected to a different set of terminating equipment. For instance, link 200 is connected 
to digital channel bank 1 85 as one ... 

■A'w>A'.patentstorm,iJS,''pat8nts/5506956-dsscrlption.html - 11 7k - '\ ^ - c ^ j, \ ^ 
' . 5 ^ v.\v\'o t" i;. " . 5 > 



The Reliable Router: A reliable and high-performance communication ■■■ 

algorithm either reverts to picking channels starting from the Adaptive Com- .... allows bidirectional point to point 
digital signal communication on the ... 

Wi.w.springe!iink.cc3m/!ndex''75j777818r3i7360,pdf - ^ ^ V- 



[PDF] RED ONE Digital Cinema Camera Operations Guide Firmware Build 9 ... 

File F-csrrnat: PDF/Adobe Acrobat - View as HTIVIL 

Nov 2, 2007 ... copy the clip from the digital media to a Macintosh or Windows process, the camera will display 

the firmware Build and Version numbers ... 

ww.dv24p.neE/Red%20Carriera%20!Vlanual%20v1.5.0.pdf - SiLriiisLLP.^iSi.'?.;; 



DVB Content Protection and Copy Management - Call for Proposals 

A standardised logical interface linking Baseline DVB CPCM compliant devices to ... Another possibility is for the 
Baseline DVB CPCM system to revert copy ... 

cryptoine.org/dvb-cpcrsvcfp.htr'c^ \ ^ - o ^ o 



Wormhole Routing Techniques for Directly Connected Multicomputer ... 

Permission to make digital/hard copy of part or all of this work for personal or classroom use is granted wide 

bidirectional link (four bits in each ... 

portaLacrn.org/dtatlori.cfni?do!d===29245S v x n 



AVR Signal Generator 

Simple bi-directional serial communications protocol, using "human readable" ... The transmit signal from the 
microcontroller requires a negative voltage ... 

sharon.esrac.ele.tue.rsi/mirrQrs/shbpu/micro/SiQGEN/Siggen.htm - 25k- " V \ - . ^.j^-,. 



(WO/1997/048034) APPARATUS AND METHOD FOR THE PROTECTED 
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In that respect, therefore, the additional data provide a directed or bi-directional connection (link) between two 
separate parts of one or more documents. ... 

www.vvipoJni/pctdb/er!/wo.i3pm'O=1897048034&iAMTO199 
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